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NACA ARR No. LIK22 Ry
NATIONAT, ADVTSORY COMMITTEE FOR AERONAUTICS

" ADVANCE RESTRICTED REPORT -

AFRODYNAMIC TESTS OF A FULL-SCALE TBF-1l AILERON
.INSTALLATION IN THE LANGIEY 16-FOOT
HIGH~-SPEED TUNMEL
By John V. Becker and Peter F, Koryclnskl

SUMMARY

The fallure of wlng panels on a number of TBF-1 and
TBl-1 alrplenes in flight has prorpted several investil-
gations of the posslble causes of failure. This report
descrives tests in the lLangley 1lb-foot high-speed tunnel
to determine whether thesse fallures could be attributed to-
changes in the aerodynamic characteristics of the allerons
at high speeds. The tests were made of a l2-foot-span
section including the tip and alleron of the right wing
of a TRF-1 alrplane. Hinge moments, control-link stresses
due to aerodynamlc buffeting, and fabric-deflection photo-
graphs were obtalned at true alrspeeds ranging from 110
to %365 miles per hour.

The alleron hinge-moment coefflclents were found to
vary only slightly wlth alrspeed in spite of the large
fabric deflections that developed as the speed was
Increased. An analysis of these results indicated that
the resultant hinge moment of the allerons as installed
In the alrplane would tend to restore the ailerons to
their neutral position for all the high-speed flight con-
dltlions covered in the tests., Serlous serodynamic buf-
feting cccurred at up aileron angles of -10° or greater
because of stalling of the sharp projecting 1lip of the
Frise aileron. The peak stresses get up in the alleron
control llnkages in the buffeting conditlon were as high
ae three times the mean stress,

Durlng the hinge-moment investigation, flutter of
the test installation occurred at airspeeds of about
150 miles per hour. Thils flutter condition was investi-
gated in some detall and slow-motion pictures were made
of the motion of the wing tip and alleron. The flutter
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was found to involve simulteneous normal bending and
chordwise oscillation of the wing and flapping of the
alleron. The alleron motion appeared to be coupled with
the motion of the wing through the mass unbalance of the
alleron 1n the normal-to-chordl plane due to location of
the hinge 1line 2.17 inches below the center of gravity
of the alleron, Flutter dld not occur when the instal-
lation was stiffened to prevent chordwise motlon or when
the bendling frequency of the alleron system was appre-
clably higher than that of the wlng as in the complete
alrplane installation.

INTRODUCTION

A number of fallures of the outer wing panel of the
TBF-1 and TBM-1l airplanes have occurred in pull-outs from
shallow dives. These fallures occurred at the wheel wells
and could not be explained simply on the basis of exces-
sive pull-out loading. The theory was advanced that the
high-speed aerodynamic characterlstics of the alleron
system might be such as to cause the aileron control to
become unstable at the speeds attalned in the pull-outs,
with the result that the allerons would suddenly assume
full deflectlon and thereby overload the wing.

The principal purpose of the present tests was to
Investligate the alleron hinge-moment characterlstics at
high speeds in order to determline whether the aileron
system could have been responsible for the wing fallures
in flight. The ILangley 16-foot high-speed tunnel was
chosen for the investigatlion because airspeeds in excess
of the alrplane pull-out speeds could be obtalned and
because the tunnel is large enough to asccommodate a
sectlon of the airplane wing including the alleron.

Inspection of a number of TBF-1l alrplanes had indi-
cated minor differences in the alleron installatlons due
to manufacturing varlations. In order to evaluate the
possible effect of such variations on the hinge-moment
characteristics, two complete serles of tests were made -
one with the aileron hinge line adjusted so that the
aileron would be 1n 1ts correct position with respect to
the wing contour and the other with the hinge 1line and
aileron lowered 1/]; inch.
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At high negative alleron angles, serious aerodynamlc
--buffeting was encountered 1n the tests. Straln gages
installed on one of the aileron control links provided
data on the stress increments due to the buffeting.

In the early stages of the lnvestigatlion, flutter
of the test installation occurred. This flutter condl-
tlon and means for eliminating it were studied in some
detall with the ald of the straln-gage installation used
In the buffetling measurements and also by means of slow-
motion plctures.

Motion plctures were also made of the deflection of
the fabrilc on the upper surface of the alleron for all
the hinge-moment tests In order to permit correlation
between any changes 1n hinge-moment coefflclent and
aileron shape,

SYMBOLS

Hy aileron hinge moment, foot-pounds

oha alleron hinge-moment coefficient (;beqz

8 alleron angle, degrees

Sy wing aree, square feet

Cg root-mean-square chord of alleron behind hinge
line, feet

by alleron span, feet

Cu wing chord, feet

o] dynamlc pressure, pounds per square foot <%p¥%)

\'4 true ailrspeed, mliles per hour or feet per second

Vi arbitrarily called ¥ndicated airspeed, miles per
hour or feet per second 02V

a angle of gttack of wing, degrees

r frequency, cycles per minute
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alleron bending frequency, cycles per mlnute

a
fe flutter frequency, cycles per minute
Cr, 11ft coefficlent (Lift/qSy)
M Mach number (V/a)
a speed of sound in air, mlles per hour or feet
per second |
o density ratlo (p/bo)
o] mass density of alr, slugs per cubic foot
Po mass density of alr at sea level (0.002378 slug/cu ft)

APPARATUS AND METHODS

Test model.- A 12-foot-span sectlion 1lncluding the
tip and alleron of the right outer wing panel of a
TBF-1 alrplane was used in the tests. The principal
dimensions of the model are

Wing section . . . e« « o o s o s o o NACA 230 serles
Model wing span, FOOL v s v s e e e e e e e e ao. 11,84
Maximum chord, feet . . . . . +« « « = « « » « « « 8.71
Tip chord, FEOL .+ o v v v « « v o o o o o 0 o v %.58
Area of model wing, square feet . . « ¢ ¢ « « & o T .ZO
Alleron span, feet . . . . « s s s 6 o 8 8 & .03
Location of alleron hilnge 1ine e s s o o o o s s 0.00cyH
Alleron chord behind hinge line . . v« » o« 0.20cy
Root-mean-square alleron chord behind hing

line, ©Cg, feet . . « ¢« ¢ ¢« ¢« ¢ o+ o o . o o Ll27

Wing mounting.- The wing was mounted from the left
wall of the test section of the tunnel as shown in fig-
ures 1 and 2, In the vicinlty of the attachment filtting,

the wing was reinforced by j%-inch dural plates extending

about 2 feet spanwise and om the l0-percent-chord to
the 50-percent-chord statlions. These plates were riveted
to the stringers and to the spar flanges. The end of the

wing section was covered by a steel plate %-1nch thick
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attached by means of x E-x fz—indh angles to the skin

and stringers. 'The reinforced section of the wing-.-.
covering and the main spar were bolted Ilnto a steel

plate'g-inch thick by means of 2 x 2 X 1-_1nch steel angles.

(See fig. %.) Thie plate was rigldly clamped to the
tunnel structure. It should be noted that, in the chord-
wlse dlrection, the support fitting terminated at the
main spar and at the l0-percent-chord station. Beyond
these polnts, the wing did not contact the tunnel struc-
ture, except 1in a few runs in which a block was inserted
at about the 80-percent-chord statlion between the wing
and the tumnel wall in order to produce extreme chordwlse
rigidity. (See fig. 2.) Without this block in place the
wing, rotating as a =solid body about the support fltting,
could be msde to oscillate in the chordwlse direction.

Alleron.- The alleron was of the Frise type. (See

fig. II.) With the wing at zero angle of attack and the
alleron neutral, the center of gravlity of the alleron was
located 2.17 inches vertically above the hinge line,

0.2l inch forward of the hinge line, and L1 inches from
the inboard end of the alleron. The weight of the ailleron
was 28.7 poundas. The epacing of the ribs was unequal with
the outermost section of the aileron having the mexilmmm
distance between rihs. (See filg. 1.)

Hinge-moment mesasurement.- The hinge-moment forces
of the alleron were transmitted to a sultable balance
throush the linkage 1n the sectlion of the wing tested.
The fourth link inboard from the aileron extended out of
the wing. The force in this link was transmitted through
a bell crank to the balance. A direct callbration of the
system was made by applying known hinge moments to the
alleron. In determining the alleron angle for a particular
teat condltlon, allowance was made for deflections in the
alleron linkage system, The alleron angles shown in this
report are belleved to be correct within about *0,20.for
the steady test conditions.

Strailn gage.~ A temperature-compensated straln gage
was installed on the second link of the alleron control
system inboard from the alleron. Thls link was essentlally

a 12~inch turnbuckle with a barrel 7% inches long and

1l inch in dlameter. The link was pin-jointed at its ends
80 that the loads indicated by the strain gage corresponded
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to principal tension or compression loads. Strailn-gage
records were obtained for all the runs, including those
In which flutter occurred, and were used to obtaln the
relatlve stresses in the link and the flutter frequency.
These straln-gage traces were also used to verify that
the vibration was continuocus and of the flutter type and
not merely a random or irregular vibration due to
buffeting.

Lift determination.- As previously stated the wing
was attached to the tunnel wall and, therefore, forces
on the wing could not be measured with the wind-tunnel
balance system., It was necessary, however, to obtain
approximate values of the 1lift in order to prevent over-
loading of the model and also to permlt the evaluation
of tunnel-wall effects., The lift was obtained from
moasurements of the deflection of the wing tip. A call-
bration of this deflection against the total 1ift load
was obtalned from a statlc-load test in which thé wing
was loaded with sand bags.

Natural bending frequencles.- The natural bending
frequency of the wlng structure as 1lnstalled 1in the
tunnel was conslderably greater than that of the wing
panel mounted on the airplane. Vibratlon-frequency data
were obtalned by shaking the wing wlth a varlable-speed
motor coupled to the wing with a rubber band about
1/8 inch in dlameter. The natural bending frequencies
thus determined were as follows:

(1) Principal bending mode normel to the chord line
with small component in chordwise direction

f = 755 cycles per minute

(2) Principal bending mode in chordwise plane with
small component normal to chord

f = 960 cycles per minute
(3) Torsion mode
f = 2840 cycles per minute
Modes (1) and (3), respectively, involved bending and
twlsting of the wing structure. Mode (2), however, con-

slsted of oscillation of the wing as a solild body about
1ts support mounting.



NACA ARR No. ILK22 7

The critlcal bendlng frequency of a complete wing
installed on a TBF-1l alrplane was measured as 500 cycles
per minute., TIn-order to make the frequency.of the ..
principal bending mode the same for the tunnel instal-
lation as for the alrplane, T6.lL pounds of lead were
bolted to the wing structure as shown in figure 2. The
critical bending frequencles then measured were as follows:

(1) Principal bending mode normal to the chord line
with small component in chordwise direction

f = 500 cycles per minute

(2) Principal bending mode in chordwlse plane with
small component normal to chord

f = 600 cycles per minute

During the flutter tests, the alleron control tube
(the fourth control link inboard from the alleron) was
attached to the tunnel structure through cantilever
springs of various stiffnesses as shown in figure 5. The
natural vibratlon frequency of the aileron control system
could be varied by this means from 0O to 800 cycles per
minute, The value measured on a TBF-1l alrplane with
control stick fixed was 680 cycles per minute. The
varlous steel cantilever springs were 2 inches wide

by 8% inches long. The alleron freguencles for varlous

spring thicknesses, measured in the same manner as the
wing frequencles except as noted, are as follows:

Spring thickness Alleron frequency
in.) (cpm)
0.25 L20, 8,00
.30 ~ 500, 4470
39 255, 8575
+25 and 0.35 clamped together 20
«30 and 0.35 clamped togsther 680
© (link clamped to wall) 800

8obtained by deflecting aileron spring and measuring
resulting oscillatlions when spring was released.
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TESTS

Hlinge moment.- The hinge-moment data were obtalned
with the wing set at angles of attack of -1.2°9, 3.59,
and 8.0°, For each angle of attack, a range of alleron
angles from approximately -20° to 18° was covered. High
negative angles could be obtalned only at low test speeds
because of the severe buffeting encountered. The maximum
allowable positlive angles were determined by 1lift 1limit
Imposed by structural considerations. At the highest
test speed (365 mph), for example, an alleron angle of
only 11° could be obtained for a = -1,2°, The strain-
gage and motion-plcture data were obtalined simultaneously
wilith the hinge-moment data. These test condlitions were
covered both with the normal hinge line and with the
hinge line and alleron lowered 1 inch.

Flutter.- Flutter tests were made with and without

the TZ.H-pound welght 1n the wing tip. A range of
alleron bending frequencles was covered for each of
these two corditicns. Varlous alleron angles were
tested for each comblnation of wing and alleron bending
frequency. A few additional runs were made with the
Installation greatly stiffened in the chordwise plane
by the insertion of a steel block between the wing and
the tunnel wall at approximately the 80-percent-chord
statlon. The usual test procedure was to set the angle
of attack of the wing and the alleron angle and then
Increase the tunnel speed untll flutter appeared or
until it becames evident that there would be no tendency
to rflutter. In many of the runs the spring in the
alleron control system was deflected and suddenly
released, or triggered, 1n order that any tendency to
flutter could be detected before the actual flutter
speed was reached.

Test Mach numbers.- The tests were run at constent
1

values of 02V, which 1s arbitrarily defined as indi-
cated alrspeed. The corresponding epproximate test
Mach numbers and true alrspeeds for the average test
conditions are
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; 1 . .
(g ) (mph )
110 0.12 112
160 21 166
210 .28 217
260 . .Eé 27;
310 . 33
335 4 365 .
DISCUSSION

Hinge Moments

Jet~-boundery corrections.- The effects of the Jet
boundary on the hinge-moment coefflclents were studled
with the ald of reference 1. Of the several factors
affecting the hlnge moment, only the effect of stream-
line curvaturoe was found to be of appreciable magnitude.
For the model tested, the value of the correctlion 1s
approximately 0.015¢Cy . By using the 1ift coefflclents

from figure 6, the values of thls correction were com-
puted and added to the uncorrected values of the hinge-
moment coefflclents. The corrected hinge-moment data
presented herelin represent the allsron characterlstics
that would be obtailned in free alr for a complete wing
with the same semlspan dimensions as the test model.

The aspect ratio of thils equivalent wing 1s 3.5, and the
allerons cover a larger proportion of the span than on
the actual alrplane. Exact agreement between the present
test data and flight data for the actual alrplane 1is
therefore not to be expected.

Varliatlon with airspeed.- The data of figures 7 to 9
show surprisingly little effect of increasing airspeed on
the hinge-moment coefficlents. Thils result was obtalned
in splte of large fabric deflectlions that occurred at the
higher airspeeds. Typlcal fabrlc deflections are shown
in figure 10, which was obtalned from enlargements of
16-millimeter motion-plcture records. Previous investi-
gations have shown that fabrlic deflections generally have
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an appreciable effect on hinge moments. Important scale
end compressibllity effects have also been noted., The
absence of any net effect for the present installation
may be explalned by the possibllity that the actlon of
the several contributing factors was compensatory in this
particular case, In any event, it 1s clear that no high-
speed control difficultles due to radical changes in
alleron characterilistics wlll occur for flight Mach
numbers up to 0.48.

Effect of hinge-line locatlon.~- Comparison of
figures 7 to shows that lowering the alleron and the
hinge line 1 inch hed an apprecliable effect on the
curves of hinge-moment coefficient, particularly for
small alleron deflections. TUnder high-speed flight
condltions in which only small alleron deflectlions are
employed, a marked reduction 1n stick force would be
noted for the ailerons in the lowered positlon as com-
pared with the normal position. This result emphasizes
the need for small installation tolerances for this type
of alleron 1in high-speed alrplanes 1f the deslred
handling characteristics are to be obtalned.

Gffect of 1ift coefficlent.- The effects on the
hinge~moment coefficlent of increasing the wing 1lift
coefflicient may be seen by comparing the results of
flgures 7 to 9 for a glven alleron angle. The value
of acha/bcL at a = 0° and 6, = 0° is approxi-

mately 0.0 for both normel and lowered positions of
the aileron., The 1ift coefficients corresponding to
the angles of attack of filgures 7 to 9 are shown in
figure 6 as mean curves that were faired through test
points for all alrspeeds. It should be mentioned that
the downwash effect on the slope of the 1lift curve 1s
larger for the low equlvalent aspect ratio of the test
model than for the alrplane; that 1s, the angle of
attack for a glven 1ift coefficient is considerably
greater than 1n flight. In view of the impossibllity
of obtelning accurate direct 1ift measurements with the
test Installatlon, 1t was considered justiflable not to
apply Jet-boundary corrections to the 1ift date of

figure 6.

Alleron control characterlstics.- The net alleron
control moment in the alrplane is the resultant of the
aerodynaemic moments due to the upgoling and downgolng
allerons. It 1s obviously desirable that thils resultant

I |
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moment should always tend to return the allerons to thelr
neutral positions. This condition occurs 1f the quantity

Ghup alleron thown aileron ‘has "a positlve value for

all control positions. If the allerons are assumed to be
rigged at 6y = 0° and the deflection of the up alleron

1s assumed to be ‘approximately equal to the deflection of
the down asileron, it can be seen from figures T to 9 that
the allerons would tend to return to neutrael for all the
condltions of the tests. Furthermore, the resultant
moment Iincreases continuously wlth alleron deflection.
There would thus be no tendency for any type of alleron
control snatch in any control positicn or flight condil-
tion. Thils concluslon ls arrived at without consldera-
tion of elastic deflectlion of the ailleron control system.
The principal effect of elasticlty 1s to produce unegual
deflections of the sllerons, the downgoling alleron
tending to have smaller deflections becsuse of 1ts larger
hinge moments. For the allerons tcsted, allowance for
this effect does not change tihe forsgoing concluslon that
the resultant serodynamlc control moment tends to restore
the ailerons to neutral for all control-stick deflections.
It appears possible, however, that the resultant restoring
moment for a part of the range of control motion might
deczreaso wlth increesling stick deflectlion at very high
speeds. While this latter conditlon represents an unde-
sirable high-speed control characteristic, 1t does not
seer1 llkely that 1t would lead to catastrophic results.

Elastic Instabllity of alleron control system at
very high speeds.- The posslbility that the alleron
control system might become elestically unstable at very
high speeds 1s now lnvestigated. The primary requirement
for elastlc instebllity resulting in alleron snatch 1s
that the curve of alleron hinge-moment coefficlent, as
conventionally plotted ageinst alleron angle, shall have
a reglion of positive slope. The dlvergent condlition
occurs when the change 1n aerodynamic hinge moment per
degree change of alleron angle 0Hgy/08, equals the stiff-

ness of the control system with fixed control stick
expressed In terms of hinge moment required per degree
change of aileron angle. Th® conditlon can be visuallzed
by 1magin1ng the exlstence of a hinge moment large enough
to produce 1° of aileron deflection by stretching the .
alleron control linkages; the lerger hinge moment exlstling
with the 1ncreased alleron deflection then produces an
additional 1° deflection, which in turn produces a larger
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hinge moment, and so forth. As a basis for calculating
the airspeed at which the divergent conditlion would
ocecur, the stiffness of the alleron control system on a
TBF-1l alrplane was measured with the control stick fixed.
The value of the stiffness was 16.7 foot-pounds per
degree alleron deflection. The condltion for dlvergence
was therefore

3Hg
-b-g; = 16.7

In terms of hinge-moment coefflclent,

aCha' (qb ?;—2) = ?_H;a.'.
28, - 2% 35,
= 16.7
whence,
6cha - 530
d6g Viz

where Vy 1s In miles per hour.

The value of dC, /Bba required for divergence has
a

been plotted against indicated airspeed in figure 11.

Also plotted in figure 11 1s the maxlmum positive value

of &Cy /Baa determined from the plots of hinge-moment
a

coefficlent. This value, which equals 0,0021, was taken
from figure 8 for 6, = -8°. The divergent condition 1s
not reached with the alleron tested untill an indicated
airspeed of about 500 miles per hour has been attained.
This critlcal speed 1s well beyond the limlits of operation
of the TRF-1l alrplane.

Aerodynamic Buffeting

The sharp upturn in the curves of hinge-moment coef-
ficient in figures 7 to 9 at alleron angles of -10° to -14°
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1s dus to separation of the ailr flow from the lower
surface. of. the. alleron starting at the sharp 1lip that
projects at alleron angles of -5° or greater, "The data -
shown 1n flgures 7 to 9 indlcate only mean values of

the hinge-moment coefficlents and give no indication of
the unsteady flow conditions that actually occurred.

As the flow separated, the hinge moment momentarlly
increased to a high positive value that, owlng to elas-
ticity of the control linkages, reduced the negatlve
angle of the aileron. With the smaller angle, the sepa-
rated condition and the hinge moments were reduced so
that the alleron again tended to assume a larger negative
angle. This process repeated continuously. The instan-
taneous stresses in the control 1links were much higher
for this buffeting conditlion than the mean values corre-
sponding to the data of flgures 7 to 9. The peak
instantaneous stress increments have been expressed as
effectlive hinge-moment-coefficient increments in filgure 12.
Less intense buffeting also occurred at high positive
alleron angles because of the separetion of the flow on
the upper surface., The buffeting tendency of Frise
allerons has been mentioned 1n reference 2.

The data shown in figure 12 were obtained at indi-
cated airspeeds ranging from 110 to 335 miles per hour.
The hinge-moment increments due to buffeting were found
to lncrease as the square of the indicated airspeed, so
that Acha due to buffetling was constant with alrspeed.

Comparlson of the buffetling increments with the mean
values of the hinge-moment coefficients of filgures 7 to 9
shows that the buffeting lncrements at high negatlve
angles are several times the mean values in megnitude.
This result indlicates that test data for Frise allerons
which show only mean wvalues of the hinge-moment coeffl-
clent may be dangerously mlisleading i1f used as design
data for stress-analysis purposes. For the present case,
the mean value of the hinge moment for high negatlve
angles should be mrltiplled by approximately 3 to obtailn
a conservative value of the effectlve stress for use Iin
deslgn.

The hinge-moment coefficlunts for the upgolng alleron
(negative alleron angles) are low up to the point at which
buffeting begins. This condltlon therefore is obtainable
at very hlgh speeds at which high downgolng-alleron
deflections could not he obtalned because of the elas-
ticity of the control system, This buffeting condltlon
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may. have been a contributing factor to the structural
failures occurring in flight in pull-outs from high-speed
dives. -

Flutter

Flutter conditions.- The results shown in tables I(a)
and I(b) indicate that flutter usually occurred when the
natural bending frequencies of the wlng and alleron were
approximately equal., The frequency of the flutter was
approximately equal to the natural frequency of the wlng
in the normal-to-chord mode regardless of the ratio of
alleron frequency to wing frequency. When the alleron
frequency was reduced below that of the wing (run 59L-1),
the speed at which flutter occurred was increased but the
flutter condition was not definitely eliminated.
Increasing the aileron frequency to ebout 1.l times the
princlipal bending frequency of the wing eliminated the
flutter condition, as may be seen from a comparison of
runs 599-1 and 600-3 (table I(b)). The frequency com-
bination of run 600-3 was 1ldentical with that measured
on a TBF-1 alrplane and no flutter occurred for thils
combination,

Figures 13 and 1l show the change in flutter charac-
teristics with variation 1n alleron angle. The severity
of the flutter tended to decrecase as the aileron angle
was Increased positively. At an alleron angle of 200,
the flutter had degenerated Into an irregular vibratlion
of small amplltude. It may also be noted that the flutter
frequency tended to lncrease slightly as the alleron angle
was ‘Increased. The dlsappearance of the flutter condition
at high aileron angles 1s belleved to be due to an effec-
tive stiffening of the alleron system as a result of
changes in the aerodynamlc characteristics of the alleron.
At high alleron angles, the negative slope of the curve
of hinge-moment coefficlent agalnst aileron angle 1is much
greater then at low angles., (See figs. 7 to 9.) This
aerodynamic stiffening had the same general effect on the
flutter as the stiffening produced by increasing the
thickness of the alleron control spring; that is, the
flutter condition was eliminated when the effective
alleron bending frequency became appreclably greater than
the wing frequency.

Table I(c) shows that no flutter occurred when the
chordwlse motion of the wing was eliminated by stiffening
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the wing mounting, regardless of the ratlo of alleron
frequency to wing frequency.
Analysis of flutter mode.- As previously noted, the
alleron was mass~balanced in the conventional manner;
that 1s, the center of gravity of the aileron was forward
of the hinge line. Alleron flutter of the usual type in
which normal wing bending is coupled with deflections of
the alleron was therefore impossible. In order to deter-
mine the nature of the flutter occurring in these teats,
the alleron and wing tlp were photographed during flutter
with a motion-plecture camera at the rate of 6l frames per
second, The motion of the wing tip and alleron was then
charted from an analysis of consecutive photographs.
Figure 15 1llustrates the results of this study for
1l cycle of the flutter motion. It may be seen that the
wing tip traveled in an elliptical path. No torsional
deflection of the wing was evident. The x~ and
y-components of several cycles of the motlon shown in
figure 15 are plotted against time in figure 16, and the
corresponding motion of the alleron 1s also shown. It
may be noted that the magnitude of the chordwlse compo-
nent was approximately equal to the magnitude of the
normal component and that the two components were only
8lightly out of phase. Tre alleron motion was approxi-
mately 90° out of phase with the bending components; that
18, deviation of the alleron from its mean position (-79)
was approximately zero at elther extreme of the bendlng
motlion of the wing, and the maximun deviation of the
alleron occurred when the wing was near its neutral posl-
tion. The directlicn, or slign, of the alleron deviation
was such as to malntain the flutter, as may be seen from
elther figure 15 or figure 16. If it 1s essumed that
there 1s no lag in the aerodynamic forces, the 90° phase
relatlionshlp between wing and aileron motion would
probably produce the maximumn amount of excitation for
the flutter motilion.

As previously mentloned, the results shown in
table I Iindicate thagt the chordwise motlon of the wing
was ossential to the flutter. Two possible mechanlsms
by which the chordwise motlon might be coupled with the
alleron motion so as to produce the flutter conditlion are

(1) With the control linkage terminating in a struc-
ture that 1s fixed relative to the wing, chordwise motion
of the wing produces relative motlon between the wing and
control link and hence motion of the aileron
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(2) The mass unbalance of the aileron in the normal-
to-chord plane would produce deflections of the alleron
when chordwlse acceleratlons occurred

In order to investigate the first possibllity, the
alleron angles that would result from the chordwlae
displacement component of figure 15 were computed from
calibration data obtained under static conditions. The
alleron angles so computed are shown in figure 16, The
magnitude of the computed alleron motion is only about
7 percent of the magnitude of the actual motion and the
phase relationships are not such as to promote the rflutter
motion. It 1s therefore concluded that the flutter con-
ditlon was not related to any peculiarity of the alleron
control linkage arrangement used 1n the tunnel tests,

The second possibility - coupling of the ailleron
motlion and the chordwise motion through the mass unbalance
of the alleron iIn the normel-to-chord plane - 1s now
considered. By referring to the curve of chordwlise com-
ponent in figure 16, it can be determined that a rearward
acceleration of the wing existed for all positive wvalues
of the chordwlse component and a forward acceleration for
all negative values. Figure 16 also shows that the
alleron motion was in the negative, or upward, direction
for the entire period of time during which the rearward
acceleration occurred and In the positive direction when
the forward acceleration occurred. With the center of
gravity of the alleron 2.17 inches above the hinge line,
it 1s clear that a res_-ward acceleration would be expected
to produce motlion of the alleron in the negative direction
and vice versa, exactly as has been shown to occur in
figure 16. The chordwise motion of the wing was therefore
directly coupled to the alleron motion, which in turn was
of the correct phasing to sustaln the flutter condition,
as has been previously polnted out. It thus appears that
the flutter could have been eliminated in the tests by
mass~balancing the aileron 1ln the normal-to-chord plane
as well as by the other methods.

Valldity of tunnel test results for the actual
ailrplane.- The results of these wind-tunnel flutter tests
are not quantitatively applicable to the TBF-1 alrplane
under flight conditions, principally because only a small
section of the complete wing nanel was tested. Attention
should be directed, however, to the fact that the type of
mounting for the test panel was simllar to the method of
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attachment of the complete outer wing panel on the
airplane. In both cases. there ls no attachment fitting
behind the ho-percent-chord station (center line of main-
spar web). The principal requirements for the flutter
condition - lack of chordwlse rigidity and mass unbalance
of the ailleron in the normal-to-chord plane - are thus
present 1n both the airplane and in the tunnel setup.
Differences exlst, however, in the rigldity of the struc-
tures to which the panels were attached and in the moments
of 1lnertla of the panels about their mounting points.

The ratlio of the naturel bending frequency in the chord-
wise plane to that in the normal-to-chord plane might be
qulte different for the alrplane and for the test model.
In any event, it 1s clear that vibration tests of the
alrplane should be made 1ln order to determlne the charac-
terlstlics of the natural bendling modes for comparison
wlth those of the wind-tunnel model. If 1t 1s found that
the airplane is subject to the same type of flutter as
the model, the method of ellminating the flutter 1in the
wind tunnel should be applled to the airplane.

CONCLUSIONS

The results of the investizatlion of a 12-foot-span
section including the tip and aileron of the right wing
of a TBF-1 airplane in the Langley l6-foot high-speed
tunnel Indicated the followlng conclusions:

1. The hinge-moment coefficients variled only slightly
with alrespeed in spite of the large fabric deflections
that occurred at high speeds for the large alleron angles.

2. Aerodynamic buffeting due to separation of the
alr flow from the lower surface of the alleron occurred
at up alleron angles of -10° or greater, The pesak
stresses set up in the alleron control linkages because
of buffeting were as hilgh as three times the mean stress
indicated by conventional hinge-moment balance measure-
ments, This buffeting condition appeared to be the only
aerodynamic characteristic that could possibly result in
satructural fallures at high speeds.

3. The hinge-moment coefflcients were appreclably
affected by lowering the aileron and hinge line 1/} inch
below thelr normal positions.
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i, An snalysis of the hinge-moment data showed that
the resultant control moment of similar ailerons installed
in the airplane would tend to restore the ailerons to
thelr neutral position for all the test conditions.

5. Calculations showed that elastic instability of
the alleron control system resulting in snatch of the
upgolng alleron would not occur at indicated alrspeeds
below 500 miles per hour for an alleron with the charac-
teristics measured in the present tests.

6. Wing-aileron flutter involving wing deflection
components (both normal and parallel to the chord line)
occurred in these tests when the principal natural vibra-
tion frequencies of the wing (both normal-to-chord compo-
nent and chordwise component) were of approximately the
same magnitude 'as the natural bending frequency of the
alleron system.

7. The flutter condition was eliminated in the tests
elther by stiffening the alleron system until 1ts natural
bending frequency was at least 1.l times the principal
normal-to-chord wing bending frequency (the frequency
ratio measured on a TBF-1 airplane was approximately 1.l.)
or by greatly stiffenlng the wing mounting in the chord-
wlse plane.

8. An analysis of the flutter motion as determined
from photographs taken at intervals of 1/6l second indi-
cated that the flutter conditlon could also have been
eliminated by mass-balancing the alleron in the normal-
to-chord plane., The center of gravity of the alleron as
tested was 2.17 inches above the hinge line.

Langley Memorlal Aeronautical Laboratory
National Advisory Committee for Aeronautics
Langley Fleld, Va.
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TABLE I.~ FLUTTER TEST RESULTS

1 .
T 8 > r
a
Run a a | Ly t Remarks
(deg)
h (cpm) | (deg) (mph) (cpm) .
(a) Natural vibration frequencies of wings:
normal to chord, 755 cpm; chordwise, 960 cpm
588.1 | -1.2 800 0 208 | 750 | Violent flutter -
589-1 | 1,2 8oo 0 156 750 | Flutter - minimum speed at which flutter
could be started at this angle
590-1 | =1.2 800 -5 U5 735 | Flutter
591-1 | -1.2 800 5 15 90 Do.
592-1 | -1.2 8oo 10 5 05 Do. '
593~1 | =1.2 800 20 160 830 | Flutter not continuous
593-3 | =1,2 800 20 |wmmem | me——— No flutter - maximum test speed, 195 mph
5941 | =1.2 35 0 230 710 | Inciplent flutter .
595-1 %45 00 0 |~wccn |~vaua Some tendency to flutter at 145 and 191 mph;
maximum test speed, 235 mph - no flutter
595-2 | 3.5 800 -5 125 800 { Flutter
595~ 3.5 €00 -5 lhg 790 Do.
595 345 800 -10 1y 770 Do,
595- 3.5 800 -10 156 770 Do.
595- 3.5 800 § |mmmm= [mm——- Some tendency to flutter at 188 mph; maximum
test speed, 2,2 mph - no flutter
596-2 | 3.5 680 =5 |emocma | aeaa- Some tendency to flutter at 147 mph; maximum
' test speed, 210 mph - no flutter
596-1 1 3.5 535 N e e Rttt No flutter - meximum test speed, 209 mph
(b) Natural vibration frequencies of wing:
normal to chord, 500 cpm; chordwise, 600 cpm
597-1 3.5 500 0 |~emmme | eenea No flutter - maximum test speed, 235 mph
§97-2 | 2.5 500 -5 145 518 | FPlutter - atarted by triggering
597-3 3.5 500 5 |=m=e=|=-==-- No flutter
598-1| 3.5 535 5 150 525 | Flutter
598-2 3.5 535 ~5 | e | mma- No flutter - maximum test speed, 210 mph
599-1 | -1.2 535 0 164 525 Flutter - started by triggering
599-2 | 1.2 | 535 o | 173 | 525 Do. _
599-3 | -1,2 500 0 1,0 525 Do.
599-5 | -1.2 500 -5 143 515 | Flutter
559-6 | -1.2 500 g 120 52 Do. N
291 -1.2 | 500 10 | 100 | 53 Do. '
£95-8 | -1.2 00 10 128 53l Do.
600-1| -1,2 Bzo 0 1,0 512 Do.
600-2 | =1,2 20 0 159 | 512 Do.
600-3 | ~1,2 80 0 |=mweme | mmmee No flutter - %gximum test speed, 210 mph
(¢) Wing restralned from chordwise motlon
by means of steel block shown in fig. 2
579-1 | -1.2 500 0 160 | we-w- Wing bending frequency, 500 cpm - no flutter
§79-2 | -1.2 500 ] 210 | ====- Do.
579-3 | -1.2 500 0 260 | w~=-= Do.
579-| -1.2 | 500 o [ 310 j----- Do.
579+5 | -1.2 500 0 335 | ~==== Do.
£80-1 -1.2 500 -5 160 | ~=we- Do.
581-1 | -1,2 500 -5 235 | meea= Do.
582-1 | -1.2 535 -5 185 | ----e Do.
582.2 | -1,2 535 -5 210 | === Do.
§582-3 { -1,2 535 -5 235 | emece Do.
583-1| -1.2 | 5%5 0 | 185 fo-asef . Do.
58%-2 | 1.2 | 535 0 | 200 [----- . Do.
583-3 | -1,2 355 0 235 | =-=-- Do. ’
587-11{ -1.2 00 -15 160 | ===-- Wing bending frequency, 755 cpm - no flutter
587-2 | -1,2 | 800 0 | 210 | ~---- Do. )
537-3 | =1.2 800 -5 210 | ====- Do.
587-3 -1.2 800 -10 210 | ~=e-- Do.

NATIONAL ADVISORY
COMMITTEE FOR AERONAUTICS




Figure l.- Installation of a section of the TBF-1 wing in the Langley
16-foot high-speed tunnel. ’
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Figure 2.- Installation of section of TBF-1 wing panel for flutter tests‘
in Langley 16-foot high-speed tunnel.
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Figure 3.- Method of reinforcement and attachment of wing

for tunnel testing.
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Figure 4 .- Aileron end profiles with normal and lowered hinge lines. All dimensions are in inches.
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Figure 5.- Cantilever spring used to vary aileron frequency.
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Figure 7 - Weriotion of alleron hinge-moment coefficient with aileran ongle. Normal and lowered hinge lines; angle of aftfock -1.2°.
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NACA ARR No. L4K22 Fig. 10

a = -1.2% &, = 0% V; = 160 mph a = 8% 8, = -9.9% V; = 285 mph

o = 3.4% 5, = -9.4% V; = 310 mph o - -1.2% 5, = 15.2% V; = 260 mph

Figure 10.- Fabric deflections for typical test conditions.
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Figure 13 .~ Strain-gage traces. Natural normal-to- chord wing
bending frequency, 755 com ; angle of attack of wing,~1.2"
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f1gure 15 .- Entarged diogram of the motion of wing tip and aileron
dvring flutfer. Time inferval between positions of wing shown ,
approximately 1/64 sec; wing angfe of attack. 3.5 mean aileron angle, - T °;
indlcated airspeed, /55 mph; wing frequency, T55 com; arleron frequency, 500com ;
flutter frequency, 770 com.
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